
Аннотация
На 30 с., 14 рисунков.

МЕТОД ДИНАМИКИ ЧАСТИЦ, ГИДРОРАЗРЫВ ПЛАСТА, ГРП, ТРЕЩИНА ГРП,
МОДЕЛИРОВАНИЕ
В данной работе описаны методы моделирования гидравлического разрыва пласта, разобран метод динамики частиц. Решена задача о раскрытии трещины, которая показала, что результаты моделирования методом динамики частиц согласуются с аналитическим решением. Получены численные границы скорости закачки q: при q∈(0;5e-6] – система находится в квазиравновесном состоянии; при q∈(0;5e-6] процесс роста трещины неквазистатичный. Выявлено влияние q на различные параметры, такие как давление, объем трещины, количество разорванных связей.
THE ABSTRACT
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METHOD OF PARTICLE DYNAMICS, HYDROFRACTURING, HYDROLIC FRACTURING, FRACTURING, SIMULATION
In this paper, the methods of hydrofracturing simulation are described, method of particle dynamics is described with details. The problem of crack opening showed results of simulation by method of particle dynamics is equal to analytical solution. Also numerical bonds of water injection capacity are taken: if q∈(0;5e-6] than system is quasistatic; if q > 5e-6 than process of crack growth is nonqusistatic. Influence of q on different parameters, such as pressure, volume of fracture, quantity of broken links in taken. 
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